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NMFS. NMFS will not process reim-
bursement invoices and documentation
submitted more than 120 days after the
occurrence.

(j) If a vessel normally has cabins for
crew members, female observers on a
vessel with an all-male crew must be
accommodated either in a single per-
son cabin or, if NMFS concludes that
adequate privacy can be ensured by in-
stalling a curtain or other temporary
divider, in a two-person shared cabin. If
the vessel normally does not have cab-
ins for crew members, alternative ac-
commodations must be approved by
NMFS. If a cabin assigned to a female
observer does not have its own toilet
and shower facilities that can be pro-
vided for the exclusive use of the ob-
server, or if no cabin is assigned, then
arrangements for sharing common fa-
cilities must be established and ap-
proved in advance by NMFS.

§665.809 Port privileges and
transiting for unpermitted U.S.
longline vessels.

A U.S. longline fishing vessel that
does not have a permit under subpart A
of this part may enter waters of the
fishery management area with western
Pacific pelagic MUS on board, but may
not land or transship any western Pa-
cific pelagic MUS on board the vessel.
The vessel’s longline gear must be
stowed or secured so it is rendered un-
usable during the time the vessel is in
those waters.

§665.810 Prohibition of drift
gillnetting.

Fishing with drift gillnets in the fish-
ery management area is prohibited, ex-
cept where authorized by an EFP
issued under §665.17.

§665.811 [Reserved]

§665.812 Sea turtle take mitigation
measures.

(a) Possession and use of required
mitigation gear. The gear required in
paragraph (a) of this section must be
used according to the sea turtle han-
dling requirements set forth in para-
graph (b) of this section.

(1) Hawaii longline limited access
permits. Any owner or operator of a
vessel registered for use under a Hawaii
longline limited access permit must

§665.812

carry aboard the vessel line clippers
meeting the minimum design standards
specified in paragraph (a)(5) of this sec-
tion, dip nets meeting the minimum
design standards specified in paragraph
(a)(6) of this section, and dehookers
meeting the minimum design and per-
formance standards specified in para-
graph (a)(7) of this section.

(2) Other longline vessels with
freeboards of more than 3 ft (0.91m).
Any owner or operator of a longline
vessel with a permit issued under
§665.801 other than a Hawaii limited ac-
cess longline permit and that has a
freeboard of more than 3 ft (0.91 m)
must carry aboard the vessel line clip-
pers meeting the minimum design
standards specified in paragraph (a)(5)
of this section, dip nets meeting the
minimum design standards specified in
paragraph (a)(6) of this section, and
dehookers meeting this minimum de-
sign and performance standards speci-
fied in paragraph (a)(7) of this section.

(3) Other longline vessels with
freeboards of 3 ft (0.91 m) or less. Any
owner or operator of a longline vessel
with a permit issued under §665.801
other than a Hawaii limited access
longline permit and that has a
freeboard of 3 ft (0.91 m) or less must
carry aboard their vessels line clippers
capable of cutting the vessels fishing
line or leader within approximately 1 ft
(0.3 m) of the eye of an embedded hook,
as well as wire or bolt cutters capable
of cutting through the vessel’s hooks.

(4) Handline, troll, pole-and-line, and
other vessels using hooks other than
longline vessels. Any owner or operator
of a vessel fishing under the Pelagics
FEP with hooks other than longline
gear are not required to carry specific
mitigation gear, but must comply with
the handling requirements set forth in
paragraph (b) of this section.

(5) Line clippers. Line clippers are in-
tended to cut fishing line as close as
possible to hooked or entangled sea
turtles. NMFS has established min-
imum design standards for line clip-
pers. The Arceneaux line clipper (ALC)
is a model line clipper that meets these
minimum design standards and may be
fabricated from readily available and
low-cost materials (see Figure 3 to this
part). The minimum design standards
are as follows:
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